
1.Round absorber hole.           2. ESD safe.           

3. Heat resistant.                      4. ф125mm absorber hole. 

5. Suitable for the ф75mm fume hose. 

1. Round absorber hole.               2. ESD safe.           

3. Heat resistant.   4. ф105mm absorber hole.           

5. Suitable for the ф50mm fume hose. 

1. Square absorber cover.     

2. Heat resistant(stainless steel).    

3. Size: 150x150x100(H)mm. 

1. Square absorber cover.      

2. Heat resistant(stainless steel).    

3. Size: 180x180x100(H)mm.      

1. Square absorber cover.        

2. Transparent(Acrylic cover).   

3. Size:200x200x100mm(H).    

1. Square absorber cover.        

 2. Transparent(Acrylic cover).   

3. Size: 250x220x150mm(H).       

1. Directional air hose, 80cm length, 75mm in diameter.

2. Used with the bench clamp.

1. Directional air hose, 150cm length, 75mm in diameter.

2. Connect to the main unit directly, absorber hole can 

    connect to KHRR125-75.

1. Circle directional air hose, 80cm length, 50mm in diameter.

2. Used with the bench clamp.

1. Directional air hose, 80cm in length, 50mm in diameter.

2. Used with the bench clamp.

1. Directional air hose, 120cm length, 50mm in diameter.

2. Connect to the main unit directly,  absorber  hole can connect

    to KHRR105-50. 
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KHRR125-75
NO. 202735

KHRR105-50
NO. 202241

KHM1
NO. 202736

KHM2
NO. 202737

KHY1
NO. 202738

KHY2
NO. 202702

KAP75-80
NO. 202739

KAP75-150
NO. 202700

KAV50-80
NO. 202740

KAP50-80
NO. 202741

KAP50-120
NO. 202742
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1. Four-section straight fume hose with three joints.  
2. The length of the first section is 250mm, then 430mm,
    then 450mm, then 550mm.     
3. Used with the bench clamp. 

1. Three-section straight fume hose with two joints.   

2. The length of the first section is 250mm, then 450mm, then 
    380mm.   3. Can use the round absorber holeKHRR105-50.
4. Used with the bench clamp.

1. Bench clamp for fume hose, can connect to the ф75mm 

    directional air hose above.

2. Connect to ф75mm soft connecting hose underside.

1. Bench clamp for fume hose, can connect to the ф50mm 

    fume hose above.

2. Connect to ф75mm soft connecting hose underside.

1. Bench clamp for fume hose, can connect the ф50mm fume

    hose.

2. Connect ф50mm soft connecting hose underside.

1. When table is drilled, assemble KCD75-75, connect to 

    ф75mm fume hose.

2. Connect to  ф75mm soft connecting hose underside

1. When the table is drilled, connect to ф50mm fume hose above

2. Connect to  ф50mm soft connecting hose underside.

1. The total length is 1M.     2. Connect one end to the main unit.

3. Connect the other end to either the bench clamp or ф75mm 

    absorber cover.

1. The total length is 1M .    2. Connect one end to the main unit.

3. Connect the other end to either the bench clamp or ф50mm 

    absorber cover.
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KAA4
NO. 202719

KAA3
NO. 202743

KCC75-75
NO. 202725

KCC50-75
NO. 202720

KCC50-50
NO. 202744

KCD75-75
NO. 202705

KCD50-50
NO. 202745

KCN75-75
NO. 202721

KCN50-75
NO. 202746
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